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device for sampling or removing mate-
rial in the individual drain system, or 
for equipment inspection, mainte-
nance, or repair. 

(ii) Each drain equipped with a water 
seal and open to the atmosphere shall 
be operated to ensure that the liquid in 
the water seal is maintained at the ap-
propriate level. Examples of acceptable 
means for complying with this provi-
sion include but are not limited to 
using a flow-monitoring device indi-
cating positive flow from a main to a 
branch water line supplying a trap; 
continuously dripping water into the 
trap using a hose; or regular visual ob-
servations. 

(iii) Each closed-vent system and the 
control device used to comply with 
paragraph (b)(3)(ii)(A) of this section 
shall be operated in accordance with 
the standards specified in 40 CFR 
63.693. 

[61 FR 34193, July 1, 1996, as amended at 64 
FR 38990, July 20, 1999; 66 FR 1267, Jan. 8, 
2001] 

§ 63.963 [Reserved] 

§ 63.964 Inspection and monitoring re-
quirements. 

(a) The owner or operator shall in-
spect the individual drain system in ac-
cordance with the following require-
ments: 

(1) The individual drain system shall 
be visually inspected by the owner or 
operator as follows to check for defects 
that could result in air emissions to 
the atmosphere. 

(i) The owner or operator shall vis-
ually inspect each drain as follows: 

(A) In the case when the drain is 
using a water seal to control air emis-
sions, the owner or operator shall 
verify appropriate liquid levels are 
being maintained and identify any 
other defects that could reduce water 
seal control effectiveness. 

(B) In the case when the drain is 
using a closure device to control air 
emissions, the owner or operator shall 
visually inspect each drain to verify 
that the closure device is in place and 
there are no defects. Defects include, 
but are not limited to, visible cracks, 
holes, or gaps in the closure devices; 
broken, cracked, or otherwise damaged 
seals or gaskets on closure devices; and 

broken or missing plugs, caps, or other 
closure devices. 

(ii) The owner or operator shall vis-
ually inspect each junction box to 
verify that closure devices are in place 
and there are no defects. Defects in-
clude, but are not limited to, visible 
cracks, holes, or gaps in the closure de-
vices; broken, cracked, or otherwise 
damaged seals or gaskets on closure de-
vices; and broken or missing hatches, 
access covers, caps, or other closure de-
vices. 

(iii) The owner or operator shall vis-
ually inspect the unburied portion of 
each sewer line to verify that all clo-
sure devices are in place and there are 
no defects. Defects include, but are not 
limited to, visible cracks, holes, gaps, 
or other open spaces in the sewer line 
joints, seals, or other emission inter-
faces. 

(iv) The owner or operator shall per-
form the inspections initially at the 
time of installation of the water seals 
and closure devices for the individual 
drain system and, thereafter, at least 
once every year. 

(v) In the event that a defect is de-
tected, the owner or operator shall re-
pair the defect in accordance with the 
requirements of paragraph (b) of this 
section. 

(vi) The owner or operator shall 
maintain a record of the inspection in 
accordance with the requirements spec-
ified in § 63.965(a) of this subpart. 

(2) The owner or operator shall in-
spect and monitor the closed-vent sys-
tem and the control device in accord-
ance with the requirements specified in 
§ 63.693 in 40 CFR 63 subpart DD—Na-
tional Emission Standards for Haz-
ardous Air Pollutants from Off-Site 
Waste and Recovery Operations. 

(b) The owner or operator shall repair 
all detected defects as follows: 

(1) The owner or operator shall make 
first efforts at repair of the defect no 
later than 5 calendar days after detec-
tion and repair shall be completed as 
soon as possible but no later than 15 
calendar days after detection except as 
provided in paragraph (b)(2) of this sec-
tion. 

(2) Repair of a defect may be delayed 
beyond 15 calendar days if the owner or 
operator determines that repair of the 
defect requires emptying or temporary 
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removal from service of the individual 
drain system and no alternative capac-
ity is available at the facility site to 
accept the regulated-material nor-
mally managed in the individual drain 
system. In this case, the owner or oper-
ator shall repair the defect the next 
time the process or unit that is gener-
ating the regulated-material managed 
in the individual drain system stops 
operation. Repair of the defect shall be 
completed before the process or unit 
resumes operation. 

(3) The owner or operator shall main-
tain a record of the defect repair in ac-
cordance with the requirements speci-
fied in § 63.965(a)(3) of this subpart. 

[61 FR 34193, July 1, 1996, as amended at 64 
FR 38990, July 20, 1999] 

§ 63.965 Recordkeeping requirements. 
(a) Each owner or operator com-

plying with § 63.962(a)(1) of this subpart 
shall prepare and maintain the fol-
lowing records: 

(1) A written site-specific individual 
drain system inspection plan that in-
cludes a drawing or schematic of the 
individual drain system and identifies 
each drain, junction box, and sewer 
line location. 

(2) A record of the date that each in-
spection required by § 63.964(a) of this 
subpart is performed. 

(3) When applicable, a record for each 
defect detected during inspections re-
quired by § 63.964(a) of this subpart that 
includes the following information: the 
location of the defect, a description of 
the defect, the date of detection, the 
corrective action taken to repair the 
defect, and the date that the corrective 
action was completed. In the event 
that repair of the defect is delayed in 
accordance with the provisions of 
§ 63.964(b)(2) of this section, the owner 
or operator shall also record the reason 
for the delay and the date that comple-
tion of repair of the defect is expected. 

(b) Owners and operators that use a 
closed-vent system and a control de-
vice in accordance with the provisions 
of § 63.962 shall prepare and maintain 
the records required for the closed-vent 
system and control device in accord-
ance with the requirements of § 63.693. 

[61 FR 34193, July 1, 1996, as amended at 64 
FR 38991, July 20, 1999; 66 FR 1267, Jan. 8, 
2001] 

§ 63.966 Reporting requirements. 

Owners and operators that use a 
closed-vent system and a control de-
vice in accordance with the provisions 
of § 63.962 shall prepare and submit to 
the Administrator the reports required 
for closed-vent systems and control de-
vices in accordance with the require-
ments of § 63.693. 

[66 FR 1267, Jan. 8, 2001] 

§ 63.967 Implementation and enforce-
ment. 

(a) This subpart can be implemented 
and enforced by the U.S. EPA, or a del-
egated authority such as the applicable 
State, local, or Tribal agency. If the 
U.S. EPA Administrator has delegated 
authority to a State, local, or Tribal 
agency, then that agency, in addition 
to the U.S. EPA, has the authority to 
implement and enforce this subpart. 
Contact the applicable U.S. EPA Re-
gional Office to find out if this subpart 
is delegated to a State, local, or Tribal 
agency. 

(b) In delegating implementation and 
enforcement authority of this subpart 
to a State, local, or Tribal agency 
under subpart E of this part, the au-
thorities contained in paragraph (c) of 
this section are retained by the Admin-
istrator of U.S. EPA and cannot be 
transferred to the State, local, or Trib-
al agency. 

(c) The authorities that cannot be 
delegated to State, local, or Tribal 
agencies are as specified in paragraphs 
(c)(1) through (4) of this section. 

(1) Approval of alternatives to the re-
quirements in §§ 63.960 and 63.962. Where 
these standards reference subpart DD, 
the cited provisions will be delegated 
according to the delegation provisions 
subpart DD of this part. 

(2) Approval of major alternatives to 
test methods under § 63.7(e)(2)(ii) and 
(f), as defined in § 63.90, and as required 
in this subpart. 

(3) Approval of major alternatives to 
monitoring under § 63.8(f), as defined in 
§ 63.90, and as required in this subpart. 

(4) Approval of major alternatives to 
recordkeeping and reporting under 
§ 63.10(f), as defined in § 63.90, and as re-
quired in this subpart. 

[68 FR 37355, June 23, 2003] 
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